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APPLICATION FOR OSHPD SPECIAL SEISMIC 
CERTIFICATION PREAPPROVAL (OSP) 

OFFICE USE ONLY 

APPLICATION #:   OSP-0410-10 
 

OSHPD Special Seismic Certification Preapproval (OSP)  
 

Type:   New   Renewal  
 

Manufacturer Information 
  

Manufacturer: SIEMENS HEALTHCARE 
 

Manufacturer’s Technical Representative: Carri Catalano 
 

Mailing Address: 51 Valley Stream Parkway, Malvern, PA 19355 
 

Telephone: (888) 826-9702 Email: On File 
 

Product Information 
 

Product Name: Artis Patient Table  
 

Product Type: Motorized operating table system 
 

Product Model Number:   See Attachment 1 
(List all unique product identification numbers and/or part numbers) 

General Description: Components of a motorized operating table system.   Modifications required to address anomalies 

 observed during the tests shall be incorporated into the production units. 

Mounting Description: Rigid base mounted. 

  
 

Applicant Information 
 

Applicant Company Name: EASE Co. 
 

Contact Person: JONATHAN ROBERSON, S.E. 
 

Mailing Address: 5877 Pine Ave. Suite 210, Chino Hills, CA 91709 
 

Telephone: (909) 606-7622 Email: j.roberson@easeco.com 

I hereby agree to reimburse the Office of Statewide Health Planning and Development review fees in 
accordance with the California Administrative Code, 2013. 

Signature of Applicant:  Date: 9/02/14 
 
Title: Principal Engineer Company Name: EASE LLC 
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California Licensed Structural Engineer Responsible for the Engineering and Test Report(s) 
 

Company Name:  EASE LLC 
 

Name: Jonathan Roberson, S.E. California License Number: S4197 
 

Mailing Address: 5877 Pine Ave. Suite 210, Chino Hills, CA 91709 
 

Telephone: (909) 606-7622 Email: j.roberson@easeco.com 
 

Supports and Attachments Preapproval 
 

 Supports and attachments are preapproved under OPM-  
 (Separate application for OSHPD Preapproval of Manufacturer’s Certification (OPM) of Supports and attachments is required) 
 

 Supports and attachments are not preapproved 
 

Certification Method  
 

 Testing in accordance with:  ICC-ES AC156 
 

 Other (Please Specify):  

  

  
 

Testing Laboratory  
 

Company Name: Environmental Testing Laboratory, Inc. 
 

Contact Name: Brady Richard 
 

Mailing Address: 11034 Indian Trail, Dallas, TX 75229-3513 
 

Telephone: (972) 247-9657 Email: brady@etldallas.com 
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STATE OF CALIFORNIA – HEALTH AND HUMAN SERVICES AGENCY 

Seismic Parameters 
 

Design in accordance with ASCE 7-10 Chapter 13:  Yes  No 
 

Design Basis of Equipment or Components (Fp/Wp) = See Attachment 1, Table 2 
   

 SDS (Design spectral response acceleration at short period, g) = 2.0 
  

 ap (In-structure equipment or component amplification factor) = See Attachment 1, Table 2 
  

 Rp (Equipment or component response modification factor) = See Attachment 1, Table 2 
  

 Ω0 (System overstrength factor) = See Attachment 1, Table 2 
  

 Ip (Importance factor) = 1.5 
  

 z/h (Height factor ratio) =  1.0 
  

 Equipment or Component Natural Frequencies (Hz) =    See Attachment 2  
  

 Overall dimensions and weight (or range thereof) =  See Attachment 1, Table 1 
 
 

Equipment or Components @ grade designed in accordance with ASCE 7-10 Chapter 15:   Yes  No 
 

Design Basis of Equipment or Components (V/W) =   
  

 SDS (Design spectral response acceleration at short period, g) =   
  

 SD1 (Design spectral response acceleration at 1 second period, g) =   
  

 R (Response modification coefficient ) =   
  

 Ω0 (System overstrength factor) =   
  

 Cd (Deflection amplification factor) =    
  

 Ip (Importance factor) =  1.5 
  

 Height to Center of Gravity above base =   
  

 Equipment or Component Natural Frequencies (Hz) =    
  

 Overall dimensions and weight (or range thereof) =   
  

Tank(s) designed in accordance with ASME BPVC, 2010:   Yes   No 
 

List of Attachments Supporting Special Seismic Certification 
 

 Test Report(s)  Drawings  Calculations  Manufacturer’s Catalog 
 

 Other(s) (Please Specify): Attachments 1 & 2 
 

OSHPD Approval (For Office Use Only) – Approval Expires on December 31, 2019 
 

Signature:  
   

Date: 10/29/2014 
 

Print Name:  M. R. Karim Title:  SHFR 
 

Special Seismic Certification Valid Up to :  SDS (g) =    2.0 z/h =    1.0 
 

Condition of Approval (if applicable):   
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 EQUIPMENT ANCHORAGE  

& SEISMIC ENGINEERING  SIEMENS HEALTHCARE

TABLE 1: SEISMIC CERTIFIED SYSTEMS & COMPONENTS 

Manufacturer SIEMENS HEALTHCARE 

System AXA OR Table System 

 MODEL APPROX. DIMENSIONS (IN.) MAX. WT.   

COMPONENT NUMBER W D H (LB.) MOUNT  BASIS  
[1]

 

AXA Patient Table (w/ tilt & cradle) 10759278 34.5 111 min –  
137 max  

30 min –  
43 max 1355[2] Floor UUT1 

 Foot Pedal controls 05771378 - - - - Unanchored  
 Servo Control 10848398 - - - - Table  

Patient Table Cabinet 10759278 23.75 17.625 86.5 261 Wall/Floor UUT2 

System Control Cabinet 10308766 31 17.75 86.75 615 Wall/Floor UUT3 

ACE2 Universal ON/OFF Box 10608967 12 12 4 12 CTA UUT4 

AXIS mono VD Image System w/ 
AXIS SP Verkeidungssatz cover set 10607462 24 34.25 26.75 280 Floor UUT5 

Eizo19” Monitor w/ Monitor Stand 10293049 16.5 8 18.5 20 CTA UUT6 

Fujitsu Keyboard KB900 MED US 18.5 7 0.375 2 CTA UUT7 

Mount Rigid Base Mount (Floor Mount):  free-standing, base-mounted tower configuration with the component rigidly attached to a supporting 
structure and no lateral support above the base. 
Wall/Floor Mounted refers to a condition where the unit bears on, and is anchored directly to the supporting floor. In addition, lateral 
restraint anchoring the unit to an adjacent wall or other supporting structure is provided along the height of the equipment. 
Countertop Anchored (CTA) refers to a condition where the unit is anchored to a counter, desk, or other piece of fixed furniture. These 
can include control consoles, monitors, keyboards, pointing devices, etc. 

Notes 1. BASIS:  
 UUT#: Indicates that a test specimen matching these characteristics was tested as part of this testing program. 

2. Patient Table weight does not include 440 lb. simulated patient load present during testing 
3. All components in table are manufactured by Siemens Healthcare unless otherwise noted. 

 

TABLE 2: ASCE 7-10 DESIGN BASIS FOR EQUIPMENT 

COMPONENT MODEL No. FP/WP SDS z/h aP RP Ω0 

AXA Patient Table 
• Foot Pedal controls 
• Servo Control 

10759278 
05771378 
10848398 

2.40 2.0 1.0 1 1 ½ 1 ½ 

ACE2 Universal ON/OFF Box 
AXIS mono VD Image System  
Eizo19” Monitor w/ Monitor Stand 
Keyboard 

10608967 
10607462 
10293049 

KB900 MED US 

1.44 2.0 1.0 1 2 ½ 2 ½ 

Patient Table Cabinet 
System Control Cabinet 

10759278 
10308766 1.50 2.0 1.0 2 ½ 6 2 ½ 
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UUT- 1 AXA OR Table  

MANUFACTURER: Siemens Healthcare 

 

IDENTIFICATION: Model No.: 10759278 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems. 
Includes: 
 Tilt & cradle functions 
 Foot Pedal controls 05771378 
 Servo Control 10848398 

MOUNTING: Rigid Base (Floor) Mounted using (4) – 5/8” dia. Grade 8 to 
steel interface frame. 
 
 
  

PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

34.5 111 min – 137 max 30 min – 43 max 1355 2.4 7.8 3.1 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.20 2.40 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
 

UUT- 2 PATIENT TABLE CABINET 

MANUFACTURER: Siemens Healthcare 

 

IDENTIFICATION: Model No.: 10759278 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems. 

MOUNTING: Floor/Wall mounted using 
 (2) – 3/8” dia GR 8 to floor 
 (4) - #12  sheet metal screws to wall 

PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

23.75 17.625 86.5 261 N/A N/A N/A 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.2 2.4 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
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UUT- 3 SYSTEM CONTROL CABINET 

MANUFACTURER: Siemens Healthcare 

 

IDENTIFICATION: Model No.: 10308766 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems. 

MOUNTING: Floor/Wall mounted using 
 (2) – 3/8” dia GR 8 to floor 
 (4) - #12  sheet metal screws to wall 

PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

31 17.75 86.75 615 N/A N/A N/A 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.2 2.4 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
 
 

UUT- 4 ACE2 UNIVERSAL ON/OFF BOX 

MANUFACTURER: Siemens Healthcare 

 

IDENTIFICATION: Model No.: 10608967 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems. 

MOUNTING: Countertop Anchored using (4) - #14 sheet metal screws to (2) 
– angles (L3.25” x 2” x 12 GA x 0’ 8” LLV) with 2” x 8” Velcro 
strips to unit. 
 
 
 
 
 
 
 

PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

12 12 4 12 41.7 47.5 36.1 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.2 2.4 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
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UUT- 5 AXIS MONO VD IMAGE SYSTEM W/ AXIS SP VERKEIDUNGSSATZ COVER SET 

MANUFACTURER: Siemens Healthcare 

 

IDENTIFICATION: Model No.: 10607462 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems 

MOUNTING: Rigid Base (Floor) Mounted using (4) – 3/8” dia GR 8 bolts 

PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

24 34.25 26.75 280 17.2 9.0 50 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.2 2.4 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
 
 
 

UUT- 6 EIZO19” LCD MONITOR W/ MONITOR STAND 

MANUFACTURER: Eizo 

 

IDENTIFICATION: Model No.: 10293047 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems. 

MOUNTING: Countertop Anchored using  
 (2) – 3/4” x 14” steel straps 
 (4) – #12 screws w/ 1.25” fender washers 

PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

16.5 8 18.5 20 4.0 8.5 4.3 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.2 2.4 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
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UUT- 7 KEYBOARD 

MANUFACTURER: Fujitsu 

 

IDENTIFICATION: Model No.: KB900 MED US 

 

DESCRIPTION: Subcomponent of AXA OR Table Systems. 

MOUNTING: Countertop Anchored using 1” wide x 12” Velcro Industrial 
grade hook & loop tape on bottom surface at top and bottom 
edges. 
 

 
PROPERTIES:  

DIMENSIONS (in.)  LOWEST RESONANT FREQUENCY (Hz.) 

Width Depth Height Weight (lb.) Side-Axis Front-Axis Vertical-Axis 

18.5 7.0 0.375 2 N/A N/A N/A 

SHAKE TABLE TEST PARAMETERS 

CODE TEST CRITERIA SDS z/h IP AFLX-H ARIG-H AFLX-V ARIG-V 

CBC 2013 ICC-ES AC156-12 2.0 1.0 1.5 3.2 2.4 1.34 0.54 

Unit maintained structural integrity and functionality after the ICC-ES AC 156 test 
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